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HOBO U20-001-01 Fresh Water Level Data
Logger (0-9m)
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Description

An accurate, low cost data logger designed to record water level fully compensated for barometric pressure
in wells, streams, lakes etc.

Features

e The Water Level logger can also be used in air to record barometric pressure.

e Use the Titanium models in salt water.

e Download to the Waterproof Shuttle or Base Station.

* The no-vent design eliminates installation/maintenance issues and errors associated with vent tubes,
desiccant maintenance, water ingress etc.

Measures: Water Level, Temperature, Barometric Pressure

IMPORTANT: Requires HOBOware Pro software and either a U-DTW-1 Waterproof Shuttle or the Base-U-4 Optic
USB Base Station for configuration and data offload. Please see Connectivity Options below.
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Additional Information

Country of Manufacture
Explanation

Ideal For

Brand

Onset Product Series

Typical applications

Measurements

Additional Options

United States

Professional

Onset HOBO

u20

Environmental (Outdoor), Field Research, Water Quality

Barometric Pressure, Pressure, Temperature, Water
Level

Connectivity Options

HOBOware Pro Software
Options

Well Cap for Mounting HOBO
Loggers in Wells

HOBO Universal Optic USB Base Station Base-U-4 (includes
Couplers)

Waterproof Optic Data Shuttle U-DTW-1 (requires HOBOWare Pro)

HOBOware Pro on USB Drive (USB Cable Included)

HOBOware Pro on CD (USB Cable Included)

HOBOware Pro - Download Only (USB Cable NOT Included)

WELL-CAP-01
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